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Introduction 
 
This guide contains the most common problems reported to the ISIS Help Desk.  Before calling Basis to 
report problems you may be able to resolve them yourself.  Locate the problem reported in the list below 
and follow the reference for instructions to troubleshoot and resolve the issue. 
 
Problem Scenarios 
 
I. User receives “Logon Balancing Error 88” 

Solution: There are several things to consider when troubleshooting this error.  The following 
questions should be asked to determine the cause of the error. 
Following each question is a sequence of steps to carry out based on the response: 

 
1 . Have any network issues been reported? 

Yes: See Section II, Steps A & C
No: Continue to question 2 

 
2 . Can others in the immediate area connect? 

Yes: See Section II, Steps A , B & C
No: See Section II, Steps A & C, and Section III

 
3 . Has a new firewall been installed or the existing firewall been changed? 

Yes: See Section III
No: Continue to question 4 

 
4 . Has the user been able to connect previously? 

Yes: Continue to question 5 
No: See Section II, Steps A, B & C and Section III

 
5 . Has the user just been set up on a new PC or operating system? 

Yes: See Section II, Steps A & B
No: Continue to question 6 

 
6 . Has the SAPGUI just been installed? 

Yes: See Section II, Steps A & B
No: Contact Basis personnel 
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Troubleshooting Steps 
 
I . Logon Balancing Error 88 
There are many factors affecting a SAPGUI user’s ability to connect to ISIS HR, ranging from 
configuration on the local PC to network issues.  This section offers solutions to common causes of this 
error, and a few troubleshooting scenarios. 
 
A. Network Connectivity 
 
 
 
 
 
 
B. Services File 

As a preliminary step, the user should be asked to check if he/she can 
reach “outside” internet sites via the web browser (for example, ask the 
user to connect to a common web site like Yahoo and refresh the page by 
pressing F5 or clicking Refresh to confirm connection).  If the user cannot 
connect to the Internet, the LAN technicians for his/her building should 
be contacted to resolve any connection issues. 
 
SAP uses the Windows services file to establish communication port 
numbers.  In order to load balance to ISIS HR, a certain entry must exists 
in the services file.  This file is located in <System Drive>\<Windows 
Directory>\System32\Drivers\etc (i.e., file location on Windows NT/ 
2000 is C:\Winnt\System32\Drivers\etc or on Windows XP, 
C:\Windows\System32\Drivers\etc).   
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Note: There may be several files nam
services in that directory, but o
the one without a file extens
should be modified for S
purposes.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
1. The user should view the services

on the filename, selecting Open W
Notepad from the list and click OK 

 
Note:  This will open the file for e
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diting in Notepad: 
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2. The user should then select 

Edit->Find from the menu.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3. In the Find dialog box, the 

user should type 3602, and 
then click Find Next.   
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4. The search should locate the 

line sapmsPRD  3602.  If line 
does not exists, the user 
should add the line at the end 
of the file.   

 
Note: This entry is case 

sensitive and should 
be entered exactly as 
shown. 

 
 
 
 
 
 
 
 
 
5. If the line was already in the file, 

line was not found and added man
>Save.  Notepad may then be exite

 
Note: When using Windows XP 

 
6. If the sapmsPRD  3602 line does 

the top of the sap lines and save th
 
C. Advanced Network 

Troubleshooting 
If the I
configu
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necessa

 
1. FTP Test 
 

a. The user should open a co
prompt by clicking Start->Ru
type cmd in the dialog box an
OK. 
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the user should close Notepad without saving any changes.  If the 
ually by the user, the document should be saved by clicking File-
d. 

the line sapmsPRD  3602 must appear before any other sap lines.   

not appear before any other sap lines, user should move the line to 
e file as noted in step 5 above. 

nternet connection test proved successful and the services file is 
red as outlined previously, there are a few more tests that can be 
ed to further investigate connection failures.  This step presents 

dvanced connectivity tests that can be performed by the user under 
ry circumstances. 
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b. When the command prompt window appears the user should type ftp doahr5.doa.state.la.us and 

press Enter.  
 
c. If successful, the prompt 

will show “connected” 
and prompt for a user ID. 
The user should terminate 
the connection by 
pressing CTRL and C 
simultaneously.  If the 
connection failed, then it 
is possible that the user’s 
network is preventing 
connection.  

 
2. Telnet Test 
 

a. Using the same command prompt as the previous test, the user should type telnet 
doahr4.doa.state.la.us 3602/tcp and press Enter. 

 
b. If the connection is 

successful, the screen will 
go blank. The user should 
press CTRL and ] (right 
bracket) simultaneously, 
then type quit at the telnet 
prompt and press Enter.  

 
 
 
 
 
 

c. If the connection fails, then th
Assuming the entries mentione
blocking connections on that po

 
II. Ports Required by SAP 
 
The SAP system requires that certain p
a listing of those ports: 
 

3200 through 3299 
3300 through 3399 
3602 
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e user is unable to connect to the ISIS HR system on port 3602. 
d previously are made in the services file, the user’s network is 
rt, and the user should contact his/her LAN administrator. 

orts not be blocked (by a firewall, for example).  The following is 
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